UTILITES AND SERVICE REQUIREMENTS
ELECTRICAL 208/360/480 3 PH, 60 HZ
8 H.P. (5.97 KW) CONNECTED LOAD

ELECTRIC HEAT ~ 208/360/480 3 PH, 60 HZ, 24 KW
(OPTIONAL) DRAIN

(33.02 CM) j

INTERIOR LIGHT

STEAM 11/2" (3.81 CM) FPT 30-80 PSI (206.84-551.58 KPA) MACHINE. PIPING

350 LBS/HR (158.76 KG/HR) PEAK FLOW RATE mz<m_.%m/
|

250 LBS/HR (113.40 KG/HR) AVERAGE FLOW RATE
CONDENSATE 1" (2.54 CM) FPT

HOT WATER 17 (2.54 CM) FPT 35 PS| (241.32 KPA) 180 DEG. F. (82.22 DEG C)

90 GALLONS (340.69 LITERS) MAX. / LOAD CONSUMPTION /

COLD WATER 3/4” (1.91 CM) FPT 35 PSI (241.32 KPA) 50 DEG. F. (10 DEG C)

\ (OPTIONAL) \ HEADER DRVE \ EXHAUST
] 7

(OPTIONAL) 15 GPM (56.78 LITERS/MIN) AVERAGE FLOW COMPRESSED AR

DRAIN 11/2" (3.81 CM) FPT 190 DEG. F (87.78 DEG C) MAX. TEMPERATURE
60 GPM (227.12 LITERS/MIN) FLOW RATE

7
n\
34
(86.36 CM)
CHAMBER
DEPTH

um&:

(97.79 CM)

EXHAUST 6" (15.24 CM) DIA. 180 DEG. F (82.22 DEG C) SATURATED

200 CFM (5.66 CUBIC METERS/MIN) FLOW RATE 24" \

COMPRESSED AR 1/2" (1.27 CM) FPT 80 PS| (551.58 KPA) (60.96 CM
4 SCFM (0.11 CUBIC METERS/MIN) FLOW RATE 18"

)

ELECTRICAL

HH

48" (12192 CM)
CHAMBER
WIDTH

= (45.72 CM)

™ (30.48 CM)

«

TT1
D)

EXHAUST

1" (2.54 CM) %L

HOT WATER—"|

STEAM |

30

COLD WATER
OPTIONAL UNLOAD (OPTIONAL)
(PASSTHRU) DOOR

v

(78.74 CM)
CHAMBER
HEIGHT

RECIPROCATING
WASH HEADER —

DRAIN &
CONDENSATE

I

| -

NVUM\#:
(90.81 CM)
LOAD HEIGHT

78"

(198.12 CM)

» 127 127
(30.48 CMJ ' (30.48 OSAVV

CONDENSATE

NOTICE: All drawings,descriptions, prints, specifications, etc. bearing this notice,
together with the information, and ideas contained therein, are the sole
and exclusive property of Schiyer Machine. Any disclosure or use thereof
not authorized in writing by Schiyer Machine is unlawful and will be
prosecuted to the full extent of the law.
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DRAWING TITLE:
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