


General Description:

The SMC Model BD32SA
Stand-alone Bedding Dispenser
unit automatically dispenses
bedding into two cages simulta-
neously when the cages are
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BD32SA - Manual Bedding Dispenser

STANDARD FEATURES:

* Heavy-duty, 100% stainless steel construction

manually placed into the filling
chamber. It is used in animal
* Large feed hopper with safety cover and grating research facilities to dispense a

* Easy access bedding loading consistent amount of dry,

* Automatic dispensing bedding into animal cages.
* Stainless steel load grid

* Accommodates lor 2 cages at a time

* Operator control panel on front of machine

* Adjustable bedding depth

OPTIONAL FEATURES:

Dust Collector
* Removes and filters dust to 50 microns
* High-velocity backdraft duct /dust collector
* Wired with the dispenser and an ON/OFF switch

that is mounted on the operator control panel
Air Compressor
* Can be supplied if compressor is not available
Mobility

* Lockable swivel stainless steel casters to allow mobility

MAXIMUM CAGE SIZE OVERALL SIZE

MODEL

(WxD) (WxDxH)
BD32SA 13" x 13" 36" x 28" x 42"
30x30cm 104 x 76 x 236 cm
UTILITY
REQUIREMENTS BD32SA BD32SA
with Dust Collection System

ELECTRICAL 120 v, 60 hz, Tph, 15 a 120 v, 60 hz, 1ph, 20 a

1/4" FPT 1/4" FPT
COMPRESSED AIR 80 PSI (552 kPa) 80 PSI (552 kPa)

1 SCFM (0.028 m3/m) Flow Rate 1 SCFM (0.028 m3/m) Flow Rate
EXHAUST 4" (10 cm) Dia n/a

OPERATIONAL - Weight
SHIPPING - Weight
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650 SCFM (18 m3/m)
970 Ibs (440 kg)
1300 Ibs (590 kg)

1000 Ibs (453 kg)
1350 Ibs (612 kg)
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