


MODEL

RW6290
RW6290L
RW6290W
RW6290DL
RW6290PCT1

RW6290PC3

UTILITY
REQUIREMENTS

ELECTRICAL

STEAM

CONDENSATE
HOT WATER

DRAIN

EXHAUST

COMPRESSED AIR

COLD WATER
(optional)

814 Wourlitzer Drive

CAPACITY

100 Mouse Cages
150 Mouse Cages
200 Mouse Cages
200 Mouse Cages
1 Primate Rack

3 Primate Racks

RW6290 / RW6290PC1
RW6290L / RW6290PC2

3 ph, 60 hz,12 hp (9 kw)

11/2" FIP
30-80 PSI (207-552 kPa)
600 lbs (272 kg) / Hr

1" FPT

1" FPT

35 PSI (241 kPa)

140-180 Deg F (60-82 Deg C)
200 Gal (757 L) Max/Load

2" FPT
180 Deg F (82 Deg C) Max
120 GPM (454 LPM|

12" (30 cm) Dia
600 SCFM (17 m3/m)
180 Deg F (82 Deg C) Saturated

1/2" FPT
80 PSI (552 kPa)
4 SCFM (.11 m3/m)

1" FPT
35 PSI (241 kPa)
25 GPM (95 LPM)

North Tonawanda, New York 14120

Email: info@schlyermachine.com

www.schlyermachine.com

CHAMBER SIZE
(WxHxD)
46" x 85" x 92"
117 x216 x 234 cm

46" x 85" x 140"
117 x 216 x 356 cm
72" x 85" x 140"
183 x216 x 356 cm
46" x 85" x 188"
117 x216 x 478 cm
46" x 95" x 92"
117 x 241 x 234 cm
46" x 95" x 180"
117 x 241 x 234 cm

RW6290W

3 ph, 60 hz, 22 hp (16 kw)

2" FTP
30-80 PSI (207-552 kPa)
900 Ibs (408 kg) / Hr

11/2" FPT

11/2" FPT

35 PSI (241 kP

140-180 Deg F (60-82 Deg C)
340 Gal (1287 L) Max/Load

2" FPT (2 places)
180 Deg F (82 Deg C) Max
120 GPM (454 LPM)

12" (30 cm) Dia (2 places)
600 SCFM (17 m3/m)
180 Deg F (82 Deg C) Saturated

1/2" FPT
80 PSI (552 kPa)
6 SCFM (.17 m3/m)

1" FTP
35 PSI (241 kPa)
25 GPM (95 LPM)

Toll Free in US and Canada:

866/867-7660

Phone: 716/696-3171
Fax: 716/696-3174

EXTERNAL OVERALL SIZE
(WxHxD)
85" x 104" x 96"
216 x 264 x 244 cm

85" x 106" x 144"
216 x 270 x 366 cm
111" x 104" x 144"
282 x 264 x 366 cm
85" x 104" x192"
216 x 264 x 488 cm
85" x 132" x 96"
216 x 335 x 244 cm
85" x 132" x 184"
216 x 335 x 467 cm

RW6290DL
RW6290PC3

3 ph, 60 hz, 22 hp (16 kw)

2" FTP
30-80 PSI (207-552 kPa)
900 Ibs (408 kg) / Hr

11/2" FPT

11/2" FPT

35 PSI (241 kPl

140-180 Deg F (60-82 Deg C)
380 Gal (1438 L) Max/Load

2" FPT (2 places)
180 Deg F (82 Deg C) Max
120 GPM (454 LPM)

12" (30 cm) Dia (2 places)
600 SCFM (17 m3/m)
180 Deg F (82 Deg C) Saturated

1/2" FPT
80 PSI (552 kPa)
6 SCFM (.17 m3/m)

1" FPT
35 PSI (241 kPa)
35 GPM (241 LPM)

Schlyer Machine
...Since 1977





